
Spray nozzles and lubricating points

ST LAMA-1000

Leistung

LAMA-1000 lubricating point

ST LAMA-1000/
Streu

ST LAMA-1000/HL ST LAMA-1000 HL/
Streu

Description                        Precision coaxial spray head with circular section jet spray angle and nozzle outlet 
diameter 0.4 - 1.5   mm
Complete with 3 m hose kit, 
screw fittings 8/6 mm, 1/4“ 
and 2x articulated holder 
with magnet base Ø 63 mm

Complete with solenoid 
valve for control air, mag-
netising coil with connecti-
on cable and RV connector, 
3 m hose kit, screw fittings 
8/6 mm, 1/4“ and 2x articu-
lated holder with magnet 
base Ø  63 mm

Complete in each case with 
a solenoid valve for control 
and spray air, magnetising 
coils with connection cable 
and RV connector, 3 m 
hose kit, screw fittings 8/6 
mm, 1/4“ and 2x articulated 
holder with magnet base Ø  
63 mm

Part no. 1044300008 1044300010 1044300012

Connections 3 2 3

Lubricant 1x (transparent) 1x (transparent) 1x (transparent)

Spray air 
(swirl air)

1x (black) - 1x (black)

Control air x (blue) x (blue) x (blue)

Nozzle attachments with different diameters for different oil volumes and viscosities to change 
the lubricating pattern

SPR LAMA-1000 liquid nozzle 0,4 brass (1/8-JJAU) / 1080051650

SPR Lama-1000 liquid nozzle 0,44 brass (1/8-JJAU) / 1080052050

SPR Lama-1000 liquid nozzle 0,65 brass (1/8-JJAU) / 1080052850

SPR Lama-1000 nozzle attachment 1,5 (B6S14) (1/8-P3) Tecsi / 1080064010


