
Spray application

Basic Line spray chamber
Dimensions 

Part no. Designation A B C1 C2 C
4xØ11

D E F

1021210305 SKT-B 
300/06-100

300 350 325 300 625 685 855 500

1021210505 SKT-B 
500/10-100

500 550 425 400 825 885 1055 700

1021210705 SKT-B 
700/14-100

700 750 525 500 1025 1085 1255 900

1021210905 SKT-B 
900/18-100

900 950 650 575 1225 1285 1455 1100

1021211105 SKT-B 
1100/22-100

1100 1150 725 700 1425 1485 1655 1300

1021211305 SKT-B 
1300/26-100

1300 1350 850 775 1625 1685 1855 1500

1021211505 SKT-B 
1500/30-100

1500 1550 925 900 1825 1885 2055 1700

1021211705 SKT-B 
1700/34-100

1700 1750 1025 1000 2025 2085 2255 1900

1021217000 SKT-B 
1900/38-100

1900 1950 1000 1000 2000 2285 2455 2100

Dimensions

A  Lubrication width  mm
B 	 Pass width [mm]
C1 Chamber fixing from             
centre [mm]

C2 	Chamber fixing from 	
       centre [mm]

C 	 CChamber fixing [mm]
D 	  Oil pan [mm]
E 	 Chamber width [mm]
F 	 Space requirement 
      maintenance drawer [mm]

X 	 X G1“ central oil drain connection beneath
       the chamber must be accessible

*	 * Dimensions may vary, depending on 
        respective design size


